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Dive In & Find Out

0XYBase®-SW for
Sea Water and Sewage

Dear Max Mustermann

At the beginning of this year we want to introduce to you our newest version of our OXYBase Series -
the OXYBase SW. These probes with replaceable sensor caps are specifically designed for long-term
outdoor or submerged use for e. g. oxygen measurements in aquaculture, water quality or wastewater
treatment.

The entire probe is waterproof and the stainless-steel housing is protected with an extra plastic
cladding, offering protection against environmental impacts. Please feel invited to learn more about
the three versions available and do not hesitate to contact us with you application!

Your PreSens Team

OXYBase SW Series

0.1 ¢ | OXYBase WR-RS232-SW Oxygen Probe

This optical oxygen probe is optimized for long-term outdoor
use:

e communication via RS232 (PreSens proprietary)

® max. measurement range of 0 - 100 % O2, detection
limit 0.03 % 02

e protected against environmental impacts

e waterproof

e ideal for e. g. environmental research, aquaculture,
sewage



https://tc575c8af.emailsys1a.net/mailing/69/8047027/0/a90e2db0ad/index.html
https://tc575c8af.emailsys1a.net/c/69/8047027/0/0/0/750727/b05a66b406.html
mailto:info@presens.de?subject=OXYBase%20SW%20-%20Request%20for%20Quote%20/%20Information&body=Family%20Name:%0AFirst%20Name:%0ACompany%20/%20Institution:%0AAddress:%0AShort%20Explanation%20of%20Planned%20Application:
https://tc575c8af.emailsys1a.net/c/69/8047027/0/0/0/750729/a6074dba83.html
https://tc575c8af.emailsys1a.net/c/69/8047027/0/0/0/750729/a6074dba83.html

OXYBase WR-RS485-SW & WR-RS485M-SW

This version is ideal for your long-time submersion in ocean
water:

® communication via RS485 (PreSens proprietary or
Modbus RTU)

® max. measurement range of 0 - 100 % O2, detection
limit 0.03 % O2

» stainless-steel housing with protective cladding

e waterproof

® ideal for e. g. aquaculture or environmental research

OXYBase WR-RS485M-2CS-SW

Your oxygen probe for measurements in salt water:

e communication via RS485 (Modbus)

' ® max. measurement range of 0 - 100 % O2, detection

limit 0.03 % O2 / 20 ppb

e 2 current source 4 - 20 mA outputs for O2 &
temperature

e waterproof

e ideal for e. g. aquaculture, ecological research

You would like to learn even more about PreSens Precision Sensing? Please visit our homepage
www.presens.de and don't hesitate to contact us. Any feedback will be appreciated.

With kind regards

Christina Schlauderer
Communications
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