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0XY-1 SMA-BT Series

New remotely controllable
oxygen measurement devices

Dear Dr. Max Mustermann

Your task would benefit from wireless oxygen measurements? Because you want to measure e. g. in
a glovebox? Or are you looking for a measuring device that can be operated with a smartphone?

Then you should learn more about our latest generation of the OXY-1 SMA-BT devices! These are
particularly well suited for wireless applications that require small, lightweight and mobile devices and
are based on the sophisticated technology of our OXY-1 SMA series. They match with PreSens
sensor spots, dipping probes or flow-through cells - whatever suits your application best!

Your PreSens Team

OXY-1 SMA-BT & OXY-1 SMA-trace-BT

These devices are USB powered and when used with a power
bank they can be set up even out in the field or within a glove
box. It has temperature compensation as well as pressure and
salinity compensation. It is controlled wirelessly with the PreSens
Wireless studio app from a smartphone or tablet. It is also
compatible with the PreSens Measurement Studio Software
PMS2.

e OXY-1 SMA-BT is compatible with sensors type:
PSt3 (detection limit 15 ppb dissolved oxygen, 0 - 100 %
oxygen)

e OXY-1 SMA-trace-BT is compatible with sensors type:
PSt3 (detection limit 15 ppb dissolved oxygen, 0 - 100 %
oxygen)

PSt6 (detection limit 1 ppb dissolved oxygen, 0 -5 %
oxygen) and

PSt9 (detection limit 0.5 ppmv O2, 0 — 200 ppmv O2)
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OXY-1 SMA-trace-RS485M-AO-BT

Additionaly to the features of the OXY-1 SMA
(trace), the OXY-1 SMA-trace-RS485-A0-

BT can communicate via USB, RS 485 (Modbus
RTU), or wireless interface. It has a 4 to 20 mA
analog output and the on-board pressure sensor
allows most precise measurements in changing
environments. It also allows simple integration
into a control cabinet with a rail mount adapter. It
is compatible with sensors

® PSt3 (detection limit 15 ppb dissolved
oxygen, 0 - 100 % oxygen)

® PSt6 (detection limit 1 ppb dissolved
oxygen, 0 - 5 % oxygen) and

® PSt9 (detection limit 0.5 ppmv 02, 0 —
200 ppmv 02). M12/2m cable for communication via RS485 [Modbus RTU)

You would like to learn even more about PreSens Precision Sensing? Please visit our homepage
www.presens.de and don't hesitate to contact us. Any feedback will be appreciated.

With kind regards

Christina Schlauderer
Communications
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